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The	  	  LRO	  	  WAC	  ……	  

	  	  	  Wide	  Angle	  Camera	  	  
	  	  	  	  FOV	  :	  	  	  Vis	  =	  91.9°/61.4°,	  UV	  =	  59°	  ]	  
	  	  	  	  	  Scale	  :	  Vis	  =	  74.9m/pixel	  ,	  UV	  =	  383.5m/pixel	  
	  	  	  	  	  Frame	  Width	  :	  	  Vis	  =	  59.6	  km	  ,	  UV	  =	  56.8	  Km	  
	  	  	  	  	  ~150	  observaOons	  @	  	  per	  day	  [	  ~188K	  total],	  
	  	  	  	  	  	  	  30+	  months	  of	  global	  imaging.	  

	  
	  	  	  First	  useful	  images	  :	  	  ~20th	  Oct.	  ,	  2009	  
	  
	  	  	  ObservaOon	  à	  Frames	  
	  
	  	  
	  



……	  and	  what	  did	  it	  do…so	  far	  ?	  

Global	  	  base-‐map	  at	  100m/px	  
at	  	  incidence	  angles	  60°-‐80°	  
	  
Most	  locaOons	  covered	  by	  >	  30	  observaOons	  
	  
MulOspectral	  coverage	  ,	  first	  Ome	  in	  UV	  	  
	  

Global	  DTM	  	  from	  WAC	  image	  overlaps	  
100	  m/px	  (	  Lat.	  <	  75°)	  



Radiometric	  	  Calibra;on	  	  

§ Link	  pixel	  DN	  values	  	  to	  physical	  	  parameters	  	  
	  
§ Compare	  spectra/images	  	  from	  different	  origins	  

§ Flux	  distribuOon	  “seen”	  	  is	  not	  what	  is	  reflected	  	  
	  	  Why	  ?	  	  Long	  chain	  of	  	  filters.	  	  

§ Once	  proper	  scaling	  is	  available	  –	  science	  becomes	  “easy”.	  	  

We	  	  NEED	  	  A	  	  REFERENCE	  TO	  	  COMPARE	  !!	  ….&	  that’s	  where	  ROLO	  data	  is	  used.	  

Radiance	  	  
	  
-‐characterizes	  total	  reflecOon	  
-‐power	  received	  by	  opOcal	  
system.	  
-‐reflecOon	  Oed	  to	  material	  
property.	  



Robo;c	  Lunar	  Observatory	  	  as	  reference	  for	  WAC	  	  
ROLO	  	  GOAL	  	  :	  UOlize	  the	  Moon	  as	  an	  on-‐orbit	  standard,	  both	  absolute	  and	  transfer,	  for	  radiometric	  calibraOon	  	  of	  remote	  
sensing	  satellite	  sensors.	  	  
	  

	  	  	  Need	  for	  an	  on-‐orbit	  spectral	  standard	  in	  the	  solar	  reflectance	  wavelength	  region	  (0.35	  to	  2.5	  micron)	  
• 	  	  	  Instruments	  in	  flight	  commonly	  experience	  changes	  in	  responsivity	  	  from	  their	  pre-‐launch	  calibraOons	  
• 	  	  	  On-‐board	  systems	  can	  also	  degrade	  in	  the	  space	  environment.	  	  
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How	  to	  EQUATE	  ?	  



Absolute	  	  Radiometric	  Calibra;on	  	  

Compare	  	  WAC	  	  image	  and	  	  reference	  image	  to	  	  compute	  	  
calibraOon	  constant	  in	  the	  calibraOon	  equaOon	  	  
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Steps	  in	  the	  Absolute	  Calibra;on	  	  

Step1	  :	  
Select	  	  

ObservaOon	  

1.  Same	  locaOon	  
2.  Same	  illuminaOon	  geometry	  
3.  Exposure	  Ome	  normalized	  



Selec;ng	  image	  with	  very	  similar	  illumina;on	  geometry	  	  
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Steps	  in	  the	  Absolute	  Calibra;on	  	  

( , ),i x y WAC ( , ),e x y WAC ( , ),p x y WAC

Step2	  :	  
Use	  backplanes	  to	  
select	  regions	  

Criteria	  	  for	  region	  selecOon	  
	  
1.  Two	  regions,	  brighter	  &	  

darker	  reflecOvity.	  
	  
2.	  	  Difference	  in	  illuminaOon	  
	  	  	  	  	  condiOons	  is	  minimal	  

Backplanes	  :	  	  
2D	  matrices	  with	  i,e,p	  informaOon	  at	  	  
every	  pixel	  locaOon.	  	  



Steps	  in	  the	  Absolute	  Calibra;on	  	  

Region	  1	  
[darker]	  

Region	  2	  
[brighter]	  

1.  Regions	  	  
	  	  	  	  	  	  	  	  	  represent	  
	  	  	  	  	  	  	  	  	  approximately	  
	  	  	  	  	  	  	  	  	  uniform	  	  
	  	  	  	  	  	  	  	  	  geology.	  
	  
	  
2.  Regions	  also	  
	  	  	  	  	  	  	  	  	  are	  	  
	  	  	  	  	  	  	  	  	  locaOons	  	  
	  	  	  	  	  	  	  	  	  with	  minimal	  
	  	  	  	  	  	  	  	  	  variaOon	  of	  	  
	  	  	  	  	  	  	  	  	  illuminaOon	  
	  	  	  	  	  	  	  	  	  geometry.	  
	  	  	  	  	  	  
	  	  	  	  	  	  	  	  	  	  

320	  
360	  
415	  
565	  
605	  
645	  
690	  

1.  For	  ROLO,	  the	  	  
	  	  	  	  	  	  	  	  	  	  posiOons	  do	  not	  
	  	  	  	  	  	  	  	  	  	  change	  substanOally	  
	  
2.  Selected	  regions	  match	  
	  	  	  	  	  	  	  	  	  	  with	  WAC	  regions	  :	  in	  
	  	  	  	  	  	  	  	  	  	  	  locaOon	  and	  illuminaOon	  
	  	  	  	  	  	  
	  	  	  	  	  	  	  	  	  	  

347	  
353	  
405	  
415	  
467	  
476	  
545	  
550	  
555	  
695	  
706	  
766	  

WAC	   ROLO	  

Sampling	  area	  within	  region	  	  
varies	  with	  wavelength	  



Steps	  in	  the	  Absolute	  Calibra;on	  	  

Step3	  :	  
Compare	  WAC	  &	  

ROLO	  data	  	  

2.  Comparison	  of	  WAC	  I/F	  to	  ROLO	  	  
	  	  	  	  	  	  	  fited	  curve.	  

WAC:415nm	  

Region	  1	  
[darker]	  
for	  415nm	  

ROLO:347nm-‐766nm	  

ROLO	  region	  2	  
[brighter]	  
data	  fiung	  

ROLO	  region	  1	  
[darker]	  
data	  fiung	  

Wavelength	  

I/
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)	  

Region	  2	  
[brighter]	  
for	  415nm	  

1.  ConOnuous	  spectrum	  from	  12	  ROLO	  
	  	  	  	  	  	  	  bands,	  for	  both	  regions.	  	  



Steps	  in	  the	  Absolute	  Calibra;on	  	  

Step4	  :	  
Obtain	  calibraOon	  

coefficients	  

Wavelength	   Region	  1	  
ra;o	  

Region	  2	  
ra;o	  

Correc;on	  
Coefficient	  

321	   0.98	   0.97	   0.98	  

360	   0.99	   0.97	   0.98	  

415	   0.99	   0.98	   0.99	  

566	   0.96	   0.94	   0.95	  

604	   0.96	   0.94	   0.95	  

643	   0.95	   0.91	   0.93	  

689	   0.94	   0.90	   0.92	  
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Wavelength	  
	  	  	  	  	  (nm)	  

321	   360	   415	   566	   604	   643	   689	  

Mean	  CorrecOon	  coefficient	   0.98	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	   0.97	   0.98	   0.94	   0.94	   0.92	  	  	   0.90	  

Percentage	  Standard	  deviaOon	   1.00	  	  	  	  	  	  	  	  	  	  	  	  	   0.97	   0.67	   1.00	  	  	  	   0.64	   0.75	   0.99	  

Previous	  coefficient	   149.57	   110.64	   165.04	   176.40	   175.66	   163.52	   189.81	  

Updated	  coefficient	   146.58	  	  	  	  	  	  	  	   107.83	   162.36	   167.04	  	   166.61	   151.28	   171.84	  

Results	  &	  	  Conclusion	  	  	  

• Percentage	  Standard	  deviaOon	  is	  about	  1	  percent	  –	  from	  selecOon	  of	  different	  locaOons	  within	  the	  regions.	  	  

• Total	  	  uncertainty	  	  between	  5.1-‐10.05%	  	  for	  absolute	  radiometric	  calibraOon,	  	  almost	  enOrely	  contributed	  by	  
ROLO	  	  uncertainty.	  	  Note	  that	  the	  relaOve	  accuracy	  of	  the	  ROLO	  disk-‐integrated	  lunar	  model	  is	  1%,	  but	  we	  are	  
interested	  in	  absolute	  calibraOon	  and	  must	  use	  spaOally	  resolved	  data,	  so	  our	  uncertainty	  is	  much	  larger.	  	  

• CorrecOon	  coefficients	  in	  the	  second	  iteraOon	  are	  very	  close	  to	  1,	  	  indicaOng	  the	  closeness	  of	  WAC	  data	  in	  
radiance	  units	  	  compared	  to	  ROLO	  	  [	  before	  	  second	  iteraOon	  ]	  –	  CALIBRATION	  	  IS	  	  STABLE	  	  

• 	  Ongoing	  process	  :	  	  AddiOonal	  	  WAC	  	  data	  is	  being	  compared	  to	  ROLO	  	  to	  recheck	  and	  recalibrate	  	  from	  Ome	  to	  
Ome.	  	  	  
• 	  Future	  	  work	  :	  	  Obtain	  calibraOon	  coefficients	  	  with	  respect	  to	  Hubble	  	  data	  	  so	  as	  to	  “Oe”	  	  all	  three	  datasets.	  


